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HHeeaavvyy  DDuuttyy  FFaasstt  CChhaarrggeerr  

6600//5500//2255  AAmmpp  //  330000  AAmmpp  

BBoooosstt  WWhheeeell  CChhaarrggeerr          

ffoorr  aallll  ssttaannddaarrdd  &&  

mmaaiinntteennaannccee  ffrreeee  

66//1122//2244  BBaatttteerriieess    
  

 Specifications:  
Model Number 6023 

DC Output 60/50/25 Amps 

Boost / Crank 300A / 170A 

DC Leads 2.4 m / 8 ft.   #4 AWG 

Clamp Rating 400A 

Limited Warranty Three Years 

Shipping Dimensions 21”x19”x16” 

Weight 21 Kg / 47 LBS 

AC Cord / Voltage** 2.4 m / 8 ft. 
230VAC  50/60 Hz 

Battery Types   6/12/24 Standard & 
Maintenance  free 

Display 0-100Amp Analog Meter 

Timer   0-90 Minute Automatic 

Features: 
 

• 400 Amp Powder Coated Clamps; will 
not arc or spark. 

•  Multi-diode rectifiers (patented) to take 
over in case of failure 

• Fan cooling mechanism prevents 
overheating enhancing unit’s life span 
significantly. 

• Charges 6/12/24 volt batteries. 

• Designed for standard lead acid and 
maintenance free batteries 

• “Safe In Any Weather” Operation 

• MADE IN USA 

** Equivalent 120VAC model available: Contact factory for more information. 


